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General 

New super flat LED recessed 
downlight series for universal 
illumination tasks and elegant 
integration in modern architectutal 
projects. The downlights are availbe in 
three sizes and colours with various 
large lumen packages. Special 
characteristics are the powerful light 
intensity and the extremely high 
serviceability. Also available as 
smaller wall recessed version.

Technical data

super flat square LED downlight in modern and 
clear design for efficient and homogeneous 
general lighting, acrylic glass with white high-
gloss design, with especially designed matted 
lens optics for pleasant light atmosphere, low 
installation depth with optimal passive thermal 
management, energy saving, no UV and thermal 
emissions, tool-free installation, variable ceiling 
thickness, luminaire simple plug connection to 
ballast

Protection class III, IP20 

BC
Lamp / Socket 

LED Matrix 6 x 6 / 830 / CRI 80 / 3000 K
Lifetime: L80 B20 50000 h
System power: 15 W
System efficiency: 45.51 lm/W
Luminous flux: 683 lm

Colour

white

Power supply

LED converter included (positioned outside of the 
luminaire body)
Supply voltage: 230 V / 50 Hz

Dimensions

Length: 160 mm
Width: 160 mm
Height luminaire: 8 mm

Installation dimensions 

Installation depth: 78 mm
Cut-out: 130 x 130 mm
Ceiling thickness 12 – 22 mm

Accessories 

Order no. Description

NOL 50B/3H/DALI emergency light-unit LED
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