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pendant and surface-mounted luminaire 17.02.2017

General 

Representative luminary series with 
clear geometric forms – circular or 
square – and various sizes of light 
fields. The memoarable design 
combined with a homogenous light 
field produces sophisticated and 
architectural lighting design. The 
various sizes of luminaires can be 
combined flexibly as ceiling and 
pendant luminaires or mounted in bed 
excavations. To complete the PL 
series circular wall luminaires are 
available.

Technical data

prestigious surface-mounted & pendant luminaire 
with round design for homogenous and 
sophisticated architectural lighting, opal-white 
flashed acrylic cover, wood-reinforced base plate 
made from aluminium, tool-free relamping via 
removable acrylic cover with lock fasteners, wire-
rope or pendant suspension to be ordered 
separately, 5-pole terminal block

recommended light colour: T16 840 / TC-L 940.

Protection class I, IP20 

BC
Lamp / Socket 

4 x T16/G5 (24 W) & 2 x TC-LEL/2G11 (24 W) 
System power: 154 W
System efficiency: 37.72 lm/W

Power supply

ECG integrated
Supply voltage: 230 V / 50 Hz

Dimensions

Outer diameter: 700 mm
Height: 215 mm

Weight  11.41 kg

Accessories 

Order no. Description

L 68/1500 DIM wire-rope suspension 4-fold (length: 1500 mm,
5-core cable)

L 68/3000 DIM wire-rope suspension 4-fold (length: 3000 mm,
5-core cable)

L 69 DIM pendant-rod suspension (length: 1400 mm, 5-core
cable)
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