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L&L Luce&Light

2 6 5

GEKO

2700K 4000K3000K 5000K

2700K 4000K3000K

GEKO 5.1
3000K, 10W, 30°, grey

Light planning by / Cristian Turra
Photo by / Alessio Tamborini 
Private residence, Brescia, Italy

GEKO
WALL MOUNTED

OUTDOOR WALL MOUNTED
ARCHITECTURAL LIGHTING FOR WALLS AND FACADES

SINGLE BEAM DOUBLE BEAM 

diffuse
GEKO 5.0  p. 266
10W/16W 230Vac

GEKO 6.0  p. 267
16W/28W 230Vac

ultra-
narrow

narrow medium wide elliptical asymmetrical GEKO 5.1  p. 266
10W 230Vac

GEKO 6.1  p. 267
20W 230Vac
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L&L Luce&Light

2 6 6

IP65 IK07IP65 IK07

GEKO 5

170100

100

170100

100

GEKO 5.1GEKO 5.0

0 mm

100

200

POWER / POWER SUPPLY
CODE

10W  230Vac
GK5010  D E
GK5010  D F
GK5010  D H
GK5010  D T

White
Grey
Anthracite
Cor-ten

16W  230Vac
GK5011  D E
GK5011  D F
GK5011  D H
GK5011  D T

White
Grey
Anthracite
Cor-ten

 LED COLOUR F - 2700K 
5 - 3000K
9 - 4000K

 OPTICS diffuse

LUMEN OUTPUT AT SOURCE 713 lm (3000K, 10W)
1120 lm (3000K, 16W)

DELIVERED LUMEN OUTPUT 531 lm (3000K, 10W)
831 lm (3000K, 16W)

NO. AND TYPE OF LED power LED matrix
3-step MacAdam, 50000h L80 B10 (Ta 25°C)

MATERIAL body in die-cast aluminium
screen in serigraphed, sandblasted, 
tempered extra-clear glass

POWER SUPPLY UNIT built in

POWER CABLES connection box with 0.30 m cable

MOUNTING surface mounted (wall)

ACCESSORIES see p. 268

PHOTOMETRIC DATA see p. 764

10W  230Vac
GK5110  E
GK5110  F
GK5110  H
GK5110  T

White
Grey
Anthracite
Cor-ten

F - 2700K 
5 - 3000K
9 - 4000K
0 - 5000K 

T - 7°
S - 10°
F - 30°
K - 70°
W - 10°x45°
A - asymmetrical

727 lm (3000K)

535 lm (3000K, 30°)

5 power LEDs
1/4 ANSI BIN, 50000h L90 B10 (Ta 25°C)

body in die-cast aluminium
screen in serigraphed, tempered, transparent 
extra-clear glass

built in

connection box with 0.30 m cable

surface mounted (wall)

see p. 268

see p. 764

Asymmetrical optics Diffuse Optics

kg 1.80kg 1.80
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L&L Luce&Light

2 6 7

IP65 IK07IP65 IK07

GEKO 6

170100

100

170100

100

GEKO 6.1GEKO 6.0

POWER / POWER SUPPLY
CODE

16W  230Vac
GK6010  D E
GK6010  D F
GK6010  D H
GK6010  D T

White
Grey
Anthracite
Cor-ten

28W  230Vac
GK6011  D E
GK6011  D F
GK6011  D H
GK6011  D T

White
Grey
Anthracite
Cor-ten

 LED COLOUR F - 2700K 
5 - 3000K
9 - 4000K

 OPTICS diffuse

LUMEN OUTPUT AT SOURCE 713 lm (3000K, 16W) per beam
1120 lm (3000K, 28W) per beam

DELIVERED LUMEN OUTPUT 531 lm (3000K, 16W) per beam
831 lm (3000K, 28W) per beam

NO. AND TYPE OF LED power LED matrix
3-step MacAdam, 50000h L80 B10 (Ta 25°C)

MATERIAL body in die-cast aluminium
screen in serigraphed, sandblasted, 
tempered extra-clear glass

POWER SUPPLY UNIT built in

POWER CABLES connection box with 0.30 m cable

MOUNTING surface mounted (wall)

ACCESSORIES see p. 268

PHOTOMETRIC DATA see p. 764

20W  230Vac
GK6110  E
GK6110  F
GK6110  H
GK6110  T

White
Grey
Anthracite
Cor-ten

F - 2700K 
5 - 3000K
9 - 4000K
0 - 5000K 

T - 7°
S - 10°
F - 30°
K - 70°
W - 10°x45°
A - asymmetrical

727 lm (3000K) per beam

535 lm (3000K, 30°) per beam

10 power LEDs
1/4 ANSI BIN, 50000h L90 B10 (Ta 25°C)

body in die-cast aluminium
screen in serigraphed, tempered, transparent 
extra-clear glass

built in

connection box with 0.30 m cable

surface mounted (wall)

see p. 268

see p. 764

Asymmetrical optics Diffuse Optics

kg 2.20kg 2.20

GEKO
WALL MOUNTED

10°x45° optics
(Geko 5.1 / 6.1)

Asymmetrical optics
(Geko 5.1 / 6.1)
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GEKO

67
40

161

92

ACCESSORIES 
FOR INSTALLATION

WD0300E - White
WD0300F - Grey
WD0300H - Anthracite
WD0300T - Cor-ten

Spacer
RAL finish available on request

GEKO 5.1
with asymmetrical optics

GEKO 5.1
with 70° optics

ACCESSORIES

GEKO 6.1 
2700K, 20W, 10°, white

Light planning by / LuceDomotica 
Hilton Garden Inn, Bucharest, Romania
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L&L Luce&Light

7 6 4

GEKO

Ø (m)

3,26

6,52

9,78

13,04

16,30

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

W

212

53

24

13

8
30° 30°

0°

150
cd/klm max 617 C90 - C270

C0 - C180

GEKO 5.0

GEKO 5.1

Ø (m)

2,72

5,43

8,15

10,86

13,58

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

16W

311

78

35

19

12

10W

201

51

23

13

9
30° 30°

0°

80
cd/klm max 377 C0 - C180

S - 10°

Ø (m)

0,23

0,46

0,69

0,92

1,15

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

9082

2271

1009

568

363
30° 30°

0°

1500
cd/klm max 16218 C0 - C180

F - 30°

Ø (m)

0,56

1,12

1,68

2,24

2,79

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

1479

370

164

92

59
30° 30°

0°

1500
cd/klm max 2764 C0 - C180

W - 10°x45°

Ø (m)

0,86

1,71

2,57

3,42

4,28

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

2625

656

292

164

105

Ø (m)

0,19

0,37

0,56

0,74

0,93
30° 30°

0°

1500
cd/klm max 5244 C90 - C270

C0 - C180

7°T - 

Ø (m)

0,06

0,13

0,25

0,31

0,38

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

17308

4327

1923

1082

692
30° 30°

0°

4000
cd/klm max 29536 C0 - C180

K - 70° 

Ø (m)

1,48

2,95

4,43

5,91

7,38

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

387

97

43

24

15
30° 30°

0°

200
cd/klm max 828 C0 - C180

A - Asymmetrical

D - Diffuse

OUTDOOR WALL MOUNTED
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