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PIVOT

0 mm

200
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PIVOT 1.7

Ø40

Ø40
75

360°

90°

IK07IP66

PIVOT
PROJECTORS 

PIVOT 1.7
3000K, 5W, 11°, anodized grey

Light planning by / Cristian Turra
Photo by / Alessio Tamborini 
Private residence, Brescia, Italy

OUTDOOR PROJECTORS
FOR HIGHLIGHTING ARCHITECTURAL DETAILS

POWER SUPPLY
CODE

24Vdc
CP170  E
CP170  N
CP170  A
CP170  H
CP170  T
CP170  5
CP170  U

White
Anodized black 
Anodized grey
Anthracite
Cor-ten
Jasper green
Copper

 POWER 0 - 3.5W only 5º optics (4000K only CRI 80)
1 - 5W
2 - 7W

 CRI 0 - CRI 80
1 - CRI >90

 LED COLOUR F - 2700K 
5 - 3000K
9 - 4000K 

 OPTICS U - 5° only 3.5W (4000K only CRI 80)
V - 8°
T - 11°
S - 17°
P - 21° sharp
M - 34°
L - 43°
J - 45°
Q - 51° sharp
K - 54°
W - 15°x47°
X - 46°x16°

LUMEN OUTPUT AT SOURCE 488 lm (3000K, 5W, CRI 80)
657 lm (3000K, 7W, CRI 80)

DELIVERED LUMEN OUTPUT 352 lm (3000K, 34°, 5W, CRI 80)
463 lm (3000K, 34°, 7W, CRI 80)

NO. AND TYPE OF LED 1 high intensity power LED
3-step MacAdam, 1/4 ANSI BIN (version with 5º optics) 
50000h L90 B10 (Ta 25°C) 

MATERIAL body in anticorodal aluminium
screen in serigraphed, tempered, 
transparent extra-clear glass

POWER SUPPLY UNIT not included, see p. 193

POWER CABLES includes 1.5 m neoprene cable 
H05RN-F 2x0.35/0.75 Ø6.3 mm

MOUNTING surface mounted (ceiling, wall, ground, spike, strap)

ACCESSORIES see p. 192

PHOTOMETRIC DATA see p. 798

kg 0.40

15°x47° optics

46°x16° optics
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PIVOT
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1 9 0

IK07IP65

Ø40

Ø40
75

360°

90°

0 mm

200

80

PIVOT 1.8

PIVOT 1.7
3000K, 5W, 54°, anodized grey

Light planning by / MI10studio
Photo by / Germano Borrelli

Il Vittoriale degli Italiani
Gardone Riviera, Brescia, Italy

POWER / POWER SUPPLY
CODE

max 4.5W  max 500mA  
CP1820N00  6 0  E - 
CP1820N00  6 0  N - 
CP1820N00  6 0  A - 
CP1820N00  6 0  H - 
CP1820N00  6 0  T - 
CP1820N00  6 0  5 - 
CP1820N00  6 0  U - 

White
Anodized black 
Anodized grey
Anthracite
Cor-ten
Jasper green
Copper

 HONEYCOMB LOUVRE 0 - not present
1 - present

 OPTICS S - 20°
M - 33°
L - 45°
K - 58°
X - 46°x22°
W - 22°x46°

 POWER CABLES includes 1.5 m PVC cable FROR 6x0.25 Ø4.6 mm 
1 - 5 m
2 - 10 m
3 - 15 m
4 - 20 m

LED COLOUR RGB

LUMEN OUTPUT AT SOURCE 201 lm, R: 50 lm  G: 111 lm  
B: 40 lm  (500mA)

DELIVERED LUMEN OUTPUT 154 lm, R: 43 lm  G: 84 lm  
B: 27 lm  (500mA, 33°)

NO. AND TYPE OF LED 3 power LEDs
50000h L90 B10 (Ta 25°C)

MATERIAL body in anticorodal aluminium
screen in serigraphed, tempered, transparent 
extra-clear glass

POWER SUPPLY UNIT not included, see p. 193 and 844

WIRING series

MOUNTING surface mounted (ceiling, wall, ground, spike, strap)

ACCESSORIES see p. 192

PHOTOMETRIC DATA see p. 799

kg 0.40

22°x46° optics

46°x22° optics
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L&L Luce&Light
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PIVOT

Ø44

36

30

Ø44

3639

257

ACCESSORIES AND POWER SUPPLY UNITS

ACCESSORIES 
FOR INSTALLATION

PIVOT 1.7 PIVOT 1.8

WH0310

WB0310E
White

WB0310N
Anodized black 

WB0310A
Anodized grey

WB0310H
Anthracite
WB0310T
Cor-ten

WB03105
Jasper green

WB0310U
Copper

WB0310E
White

WB0310N
Anodized black 

WB0310A
Anodized grey

WB0310H
Anthracite
WB0310T
Cor-ten

WB03105
Jasper green

WB0310U
Copper

WB0311E
White

WB0311N
Anodized black 

WB0311A
Anodized grey

WB0311H
Anthracite
WB0311T
Cor-ten

WB03115
Jasper green

WB0311U
Copper

WB0311E
White

WB0311N
Anodized black 

WB0311A
Anodized grey

WB0311H
Anthracite
WB0311T
Cor-ten

WB03115
Jasper green

WB0311U
Copper

WP0100 WP0100 

WP1004 WP1004

ANTI-GLARE
ACCESSORIES

Standard snoot

Asymmetrical snoot

Fastener 
strap - 5 m

Spike for 
in-ground installation

Honeycomb louvre
built into the lighting fixture

order together with the lighting fixture 

the honeycomb louvre can be fitted on all optics, 
except for the sharp optics
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POWER SUPPLY UNITS  Pivot 1.8POWER SUPPLY UNITS  Pivot 1.7

Max no. fixtures PSU IP Page

- RGB controller - 855 - 860

POWER CABLES  Pivot 1.7

Max no. fixtures PSU IP Page

1...n 24Vdc 20 847

1...n 24Vdc 67 847

PIVOT
PROJECTORS

PIVOT 1.8
RGB, 4.5W, 58°, white

Project and light planning by / pbr Planungsbüro Rohling
Photo by / Andreas Secci
SoleVital, Bad Laer, Germany

to order the power cable, add the suffix -1, -2, -3 or -4 
to the code for the lighting fixture

-1  length 5 m 
-2  length 10 m
-3  length 15 m
-4  length 20 m  

Neoprene cables
H05RN-F 2x0.35/0.75 Ø6.3 mm IPS 
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L&L Luce&Light

7 9 8

PIVOT

PIVOT 1.7

Ø (m)

0,15

0,30

0,45

0,60

0,75

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

30° 30°
0°

200
cd/klm max 23889 C0 - C180

5W

6998

1749

778

437

280

7W

9219

2305

1024

576

369

Ø (m)

0,30

0,60

0,91

1,21

1,51

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

30° 30°
0°

200
cd/klm max 8621 C0 - C180

5W

2914

728

324

182

117

7W

3845

962

427

240

154

Ø (m)

0,61

1,23

1,84

2,45

3,06

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

30° 30°
0°

200
cd/klm max 2355 C0 - C180

5W

723

181

80

45

29

7W

951

238

106

59

38

Ø (m)

0,82

1,63

2,47

3,27

4,08

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

30° 30°
0°

200
cd/klm max 1660 C0 - C180

5W

469

117

52

29

19

7W

619

155

69

39

25

Ø (m)

1,02

2,05

3,07

4,09

5,11

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

30° 30°
0°

200
cd/klm max 1447 C0 - C180

5W

202

51

23

13

8

7W

267

67

30

17

11

Ø (m)

0,86

1,72

2,58

3,44

4,30

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

30° 30°
0°

200
cd/klm max 3683

C0 - C180
C90 - C270

Ø (m)

0,24

0,49

0,73

0,97

1,21

5W

864

216

96

54

35

7W

1168

292

130

73

47

Ø (m)

0,09

0,18

0,27

0,36

0,45

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

30° 30°
0°

200
cd/klm max 63737 C0 - C180

3,5W

11291

2823

1255

706

452

Ø (m)

0,19

0,38

0,57

0,76

0,95

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

30° 30°
0°

200
cd/klm max 14598 C0 - C180

5W

4904

1226

545

307

196

7W

6466

1617

718

404

259

Ø (m)

0,38

0,75

1,13

1,51

1,89

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

30° 30°
0°

200
cd/klm max 5712 C0 - C180

5W

1400

350

156

87

56

7W

1845

461

205

115

74

Ø (m)

0,79

1,58

2,38

3,17

3,96

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

30° 30°
0°

200
cd/klm max 2129 C0 - C180

3

5W

470

117

52

30

19

7W

621

155

69

39

25

Ø (m)

0,96

1,92

2,87

3,83

4,79

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

30° 30°
0°

200
cd/klm max 1710 C0 - C180

5W

230

58

26

14

9

7W

304

76

34

19

12

H (m)

1,00

2,00

3,00

4,00

5,00

Lux max (3000K)

30° 30°
0°

600
cd/klm max 3578

1136

284

126

71

45

845

211

94

53

34

7W5WØ (m)

0,27

0,54

0,81

1,08

1,35

Ø (m)

0,86

1,73

2,59

3,45

4,32

C0 - C180
C90 - C270

M- 34°   CRI 80

U - 5°   CRI 80

L - 43°   CRI 80

T - 11°   CRI 80

Q - 51° sharp   CRI 80

W - 15°x47°   CRI 80

P - 21° sharp   CRI 80

V - 8°   CRI 80

J - 45°   CRI 80

S - 17°   CRI 80

K - 54°   CRI 80

X - 46°x16°  CRI 80

OUTDOOR PROJECTORS
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L&L Luce&Light

7 9 9

H (m) Ø (m)

1,00 0,58 389

2,00 1,17 97

3,00 1,75 43

4,00 2,34 24

5,00 2,92 16

M - 33° 

0°
30°30°

cd/klm   max 2524 C0 - C180

H (m) Ø (m)

1,00 1,08 145

2,00 2,17 36

3,00 3,25 16

4,00 4,33 9

5,00 5,41 6

K - 58° 
cd/klm   max 962 C0 - C180

0°
30°30°

H (m) Ø (m) Ø (m)

1,00 0,85 0,38 376

2,00 1,70 0,77 94

3,00 2,55 1,15 42

4,00 3,40 1,54 23

5,00 4,24 1,92 15

X - 46°x22° 

0°
30°30°

cd/klm   max 2870 C90 - C270
C0 - C180

H (m) Ø (m)

1,00 0,35 968

2,00 0,69 242

3,00 1,04 108

4,00 1,39 61

5,00 1,73 39

S - 20° 

0°
30°30°

cd/klm   max 6327 C0 - C180

H (m) Ø (m)

1,00 0,83 188

2,00 1,66 47

3,00 2,50 21

4,00 3,33 12

5,00 4,16 8

L - 45° 

0°
30°30°

cd/klm   max 1414 C0 - C180

H (m) Ø (m) Ø (m)

1,00 0,38 0,85 376

2,00 0,75 1,70 94

3,00 1,13 2,55 42

4,00 1,51 3,40 23

5,00 1,88 4,24 15

W - 22°x46° 

0°
30°30°

cd/klm   max 2870 C90 - C270
C0 - C180

PIVOT 1.8 

PHOTOMETRIC 
DATA

* White created by mixing the colours

Lux max (white*)

Lux max (white*)

Lux max (white*)

Lux max (white*)

Lux max (white*)

Lux max (white*)
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