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POWER / POWER SUPPLY
CODE

10W  230Vac 
KL1010  E - 
KL1010  F - 
KL1010  H - 
KL1010  T - 

White
Grey
Anthracite
Cor-ten

 CRI 0 - CRI 80 
1 - CRI >90

 LED COLOUR F - 2700K 
5 - 3000K
9 - 4000K

 OPTICS V - 16° sharp
S - 16°
M - 30°
L - 63°

 POWER CABLES includes 1.5 m neoprene cable 
H05RN-F 3x1.00 Ø7.0 mm
1 - 5 m

LUMEN OUTPUT AT SOURCE 945 lm (3000K, CRI 80)

DELIVERED LUMEN OUTPUT 640 lm (3000K, 30°, CRI 80)

NO. AND TYPE OF LED 1 COB LED
3-step MacAdam, 50000h L90 B10 (Ta 25°C)

MATERIAL body in aluminium
screen in serigraphed, tempered, transparent 
extra-clear glass

POWER SUPPLY UNIT built in

MOUNTING surface mounted (ceiling, wall, ground, spike)

ACCESSORIES see p. 234

PHOTOMETRIC DATA see p. 774

10W  230Vac 
KL1110  E - 
KL1110  F - 
KL1110  H - 
KL1110  T - 

White
Grey
Anthracite
Cor-ten

0 - CRI 80 
1 - CRI >90 

F - 2700K 
5 - 3000K
9 - 4000K 

V - 16° sharp
S - 16°
M - 30°
L - 63°

 includes 1.5 m neoprene cable 
H05RN-F 3x1.00 Ø7.0 mm
1 - 5 m

 945 lm (3000K, CRI 80)

 640 lm (3000K, 30°, CRI 80)

 1 COB LED
3-step MacAdam, 50000h L90 B10 (Ta 25°C)

 body in aluminium
screen in serigraphed, tempered, transparent 
extra-clear glass

 built in

 surface mounted (ceiling, wall, ground)

 see p. 234

see p. 774

kg 2.60kg 2.25
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